MARKER LIGHT AND “VELOCE L” MIRROR CABLE KIT

MARKER LIGHTS / CABLE KITS

The cable kit is required for mounting. In the table below there are the most common bike models.

In each case, before ordening, please, check the technical drawings.

Brand Model Year Front Rear
APRILIA® All All EE097H EE097H
APRILIA® RSV 4 09-14 EE097H 14,50 - -
APRILIA® RSV 4 15-16 EE097H 14,50 EEO097H 14,50
BMWwW® All All EEO078H EEO078H
DUCATI® 899 /1199 / 1299 PANIGALE 14 - EE047H EEQ79H
DUCATI® SCRAMBLER SIXTY 2 All EEO79H EEO79H / EE115H'
DUCATI® XDIAVEL S All EEO79H EE137H2
DUCATI® Other models All EEO79H EEO79H
HARLEY-DAVIDSON® SOFTAIL SLIM 16 - EE126H EE100H
HONDA® CB 650 F 15 - EE092H EEQ75H
HONDA® Other models All EEQ75H EEQ75H
KAWASAKI® All All EEQ74H EEQ74H
KTM® 125 DUKE / 390 DUKE 15 - EE114H EE114H
KTM® RC 390 14 - - EE114H
KTM® 1290 SUPERDUKE R 15 - EE047H EE047H
MV AGUSTA® BRUTALE DRAGSTER 800 14 - - FR418B?®
MV AGUSTA® RIVALE 800 14 - EE048H EEQ047H / FR418B?
MV AGUSTA® Other models All EE047H EE047H
SUZUKI® All All EE085H EE085H
TRIUMPH® All4 All EE082H EE082H
YAMAHA® MT-07 / FZ-07 14 - EE088H EE088H
YAMAHA® MT-09 TRACER / FJ-09 13 - EE088H EE088H
YAMAHA® MT-10/FZ-10 16 - EE116H EE116H
YAMAHA® XJR1300 13 - EE088H EE088H
YAMAHA® XSR700 16 - EE088H EE088H
YAMAHA® XSR900 16 - EE088H EE088H
YAMAHA® XV950R 15 - EE112H EE088H
YAMAHA® YZF-R1 15 - EE088H EE116H
YAMAHA® Other models All EE093H EE093H
" In combination with the marker light Club S the use of both the kits EE079H and EE115H it’s required.
2 Cabling Kit for marker lights on license plate support PT528B (see page 195).
3 Rizoma Indicator Light adapter Kit for OEM License plate support (see page 245).
4 Except TRIUMPH® BONNEVILLE, THRUXTON, SCRAMBLER.
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Electronic Signal Flasher kit

Code
EEO31H

Our technicians recommend the replacement of the original (OEM) relay with our EE031
in correspondence of the mounting of Rizoma indicators when four indicators are replaced.
This will maintain the correct flash rate as the original system albeit with different Wattage.

Use of the EE031 eliminates the need to use individual resistors.
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